Ultra High Pressure Hydraulics Me_&

High-Pressure Hoses
1000 bar — 3000 bar

Max. working pressure 1000 bar

Design Inner tube of polyamide (PA), 4 layers of spiral wound
steel wire, outer sheath of polyurethane (PUR)

IDxOD 6.3 x 13.3 mm

Min. burst pressure 3200 bar

Min. bend radius 80 mm

Weight 305 g/m

Max. working pressure 1800 bar

( s Design Inner tube of polyoxymethylene (POM), 4 spiral layers
g™ | Temperature range of high tensile steel wire, outer sheath of polyamide (PA)
‘u for all High Pressure hoses: IDxOD 4.7 x 11.5 mm
-40°C — +100°C (-40°F — +212°F) Min. burst pressure 4500 bar
Min. bend radius 130 mm
Weight 280 g/m

Max. working pressure 2500 bar

Design Inner tube of polyoxymethylene (POM), 6 spiral layers
of high tensile steel wire, outer sheath of polyamide (PA)

IDx OD 4.7 x 13.0 mm

Min. burst pressure 6250 bar

Min. bend radius 175 mm

Weight 410 g/m

Max. working pressure 3000 bar

Design Inner tube of polyoxymethylene (POM), 6 spiral layers of
high tensile steel wire, outer sheath of polyamide (PA)

IDxOD 3.9x11.5mm

Min. burst pressure 7000 bar

Min. bend radius 140 mm

Weight 290 g/m

Maximum Working Type Part Nr. Description
Pressure
1000 bar (DN 6) Hose 199511001 Black
Twin hose 199511010 Red/Blue
End Connections 199510732 G 1/4” male with 120° ext. sealing cone (CMS)
Accessories 199511080 King-protection spring
Accessories 199511880 Protection hose PVC
Accessories 199511085 Hose kink protector, plastic black
1800 bar (DN 5) Hose 199511801 Blue
End Connections 199511832 G 1/4” male with 120° ext. sealing cone (CMS)
Accessories 199511880 Protection hose PVC
2500 bar (DN 5) Hose 199512501 Red
End Connections 199512530 G 1/4” male with 120° ext. sealing cone (CMS)
Accessories 199511883 Protection hose PVC
3000 bar (DN 4) Hose 199513001 Blue
End Connections 199513032 M16 x 1,5 male
Accessories 199511880 Protection hose PVC
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