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Product List - Milling Insert

Milling - Insert @ N ‘—y
ENMX O —
High Feed Negative (4 Corners) — L)

« Insert size (IC): 6.3 mm — |C_’ — S ——

« Thickness(S) : 4.21 mm

. . EDP
Geometry Type Designation (YG602)
General ENMX 0604 12000474
Carbon Steel
Low Alloy Steel
ENMX© TR
Reinforced Edge
Hardened Steel
Cast Iron
Feed per tooth & Depth of Cut (Alloy Steel)
in mm Al
04 1 P
0205
0 0 T T T Fz
0 0.5 1 15 2 25 3 mm
0 .02 .04 .06 .08 .10 12 in
Cutting Speed Vc (m/min.) \ Vc (ft/min.) Cutting Speed Vc (m/min.) \ Vc (ft/min.)
YG602 YG602
ISO VDI Sub Group Min Max | Min Max ISO VDI Sub Group Min Max| Min  Max
Non-Alloyed Steel 140 380 | 460 1250 K (ERAN  Grey Castlron 120 250 | 390 820
Low-Alloyed Steel 120 300 | 390 980 (FaakN  Nodular Cast Iron 130 220 | 430 720
High-Alloyed Steel 70 150 | 230 490 Non-Ferrous Metals (Al) -
M Ferritic & Martensitic 120 200 | 390 660 3 hExye  Superalloys & Titanium 25 45 80 150
14 Austenitic Stainless Steel | 130 250 | 430 820 Hard Materials 40 80 | 130 260
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